
SUPERIOR
BY DESIGN
IN ABRASIVE APPLICATIONS

With a corporate vision for continuous improvement 

and a commitment to make strategic breakthroughs in 

abrasive applications, materials, and new technologies, 

Ervin Industries has become the world leader in the steel 

abrasive industry.

This commitment to meeting our customers’ specialized 

requirements was the foundation for the Ervin Product 

Development Center and the introduction of AMACAST 

stainless steel shot. AMACAST is a 300-series stainless 
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requirements and is manufactured to the same stringent 

quality standards that have led Ervin Industries for the 
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AMACAST combines unmatched recyclability and surface 
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AMACAST...tailored to meet your changing needs now 

and into the next century.

For more details

800.748.0055 
ervinindustries.com

CAST STAINLESS 
STEEL SHOT



SSG-10

SSG-12

SSG-14

SSG-16

SSG-18

SSG-25

SSG-40

SSG-50

SSG-80

SSG-120

Benefits
Long-lasting
Exceeds the life of other materials  
for recyclability

Highly effective
Provides superior durability and the
highest impact energy transmission

Economically afficient
Reduces raw material and disposal costs

Environmentally friendly
AMAGRIT is a contaminant-free, inert metal

Uses
AMAGRIT can be used in all
impact treatments.

• Blast cleaning
• Deburring
• Sweep blasting for hot-dipped
 galvanized surfaces
• Surface treatment prior to coating
• Surface finishing
• Fine and structural blasting
• Waterjet cutting

Applications
AMAGRIT is recommended where ferrous
contamination must be avoided.

• Aluminum castings and parts
• Stainless steel forgings, structural parts,
 and welded fabrications
• Zinc pressure die-castings, forgings, and parts
• Corrosion-prone metal surfaces
• Railroad cars

Microstructure

Apparent Density

Hardness

Packaging

Chemical Analysis

AMAGRIT Screening Specifications         For product development, we reserve the right to change specifications.  / * Special sizes are available upon request.

Martensite / Chrome Carbides

7.3 gm / cc

+57HRC

25kg plastic bags, cardboard box, plastic cover shrink-wrapped,
55-gallon steel drum, or bulk sack

Carbon (~2.0%), Silicon (~4.0%), Manganese (~2.0%), Chromium (~30%)

Ervin Industries, Inc.
P.O. Box 1168
Ann Arbor, MI 48106

Toll Free 800.748.0055  •  Phone 734.769.4600  •  Fax 734.663.0136
www.ervinindustries.com

New Material 24-Hour Salt
Spray Test

AMCAST cast stainless steel shot is 

manufactured with an uncompromising 

commitment to excellence that continues 

to establish ERVIN as the world leader in 

the abrasive industry. 

Standards
Chemical Analysis 
Chromium.................................16-20%
Nickel..........................................6-10%
Silicon............................................<3%
Manganese....................................<2% 

Micro-structure 
Austenitic. Becomes somewhat magnetic 
as work hardened. 

300-Series

Approximate Size

AMACAST

Density 
The density shall be greater than 7 gm/cc.

General Appearance
The cast stainless steel shot shall be 
spherical in shape with a bright metallic 
appearance. 

Hardness
Approximate hardness conversion 
numbers taken from ASTM E 140 tables 
1 and 2. 

After use
typical 470 HV

As produced
typical 200 HV

Vickers
Hardness 
Number	

Rockwell 
Hardness 
Number	
C Scale

Rockwell
Hardness 
Number 
B Scale

697 60 —

513 50     —

392 40   —

302 30 —

240 20 100

185 — 90

150 — 80

 
Sieve ES-180 ES-300 ES-450 ES-600 ES-750

1700 12 .0661 — — — — All Pass

1400 14 .0555 — — — — —

1180 16 .0469 — — — All Pass 10% Max.

1000 18 .0394 — — — — —

850 20 .0331 — — All Pass 10% Max. —

710 25 .0278 — — 5% Max. — —

600 30 .0234 — All Pass — — —

500 35 .0197 — 5& Max. — — 95% Min.

425 40 .0165 All Pass — — 95% Min. —

300 50 .0117 10% Max. — 95% Min. — —

212 70 .0083 — 85% Min. — — —

106 140 .0041 90% Min. — — — —

ERVIN STAINLESS SHOT TOLERANCESSieve opening
standard (microns)

Sieve
designation

Nominal sieve
opening (inches)

CAST STAINLESS 
STEEL SHOT




